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1. CONTROL MODULE

BLUETOOTH MODULE

provides power to the Transceivers and transmitters and is connect directly

The control module is the connection hub for the whole system. the module : %
to the Bluetooth module.
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CONTROL MODULE

Connect the Control module with the Bluetooth module using the port
marked “Bluetooth module” make sure the connector is tightened.
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2. BLUETOOTH MODULE

When connected to the control module, connect the red wire to a 12 volt
ignition power source, and the black wire to

a firm ground. Once connected, the Bluetooth Module will automatically
power the system when the vehicle is started.

Note: For optimal performance, mount the Bluetooth Module as close to the
front windshield as possible.
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( 3.TRANSCEIVERS

A transceiver is a combined detector and jammer unit. this is the unit that
will “see” the laser speed traps. It is important for the performance that the
transceivers are 100 levelled, and that they are mounted as close to the
headlights as possible

Connect the transceivers to ports 1 & 2 on the Control Module. if you have
purchased extra transceivers for the rear, they should be connected to port
3 & 4 on the control module
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4. IMPORTANT INSTALLATION INFORMATION

or optimal performance and accuracy, follow these guidelines:

e Ensure each transceiver and transmitter has an unobstructed view of
the road.

e Do not mount units deeply recessed in the car's bodywork.

e Devices must be aligned straight forward, level with the horizontal plane,
and parallel to the road surface.

e Use a spirit level to confirm a perfectly straight and parallel alignment.
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